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Xpelair Xplus 2
Multi-point domestic and commercial ventilation unit

The System
The Xplus 2 is a high performing central extract system designed to continuously extract stale, 
moist air from all wet areas.
The unit is equally suited to domestic or commercial applications, where continuous extract is 
required from the likes of toilet or shower blocks.
The multi-spigot design offers the installer greater ß exibility when selecting a location for the unit. 
The spigot conÞ guration allows most types of ducting to be connected from any direction, reducing 
noise and airß ow restriction. The unit is suitable for either horizontal or vertical installation. The 
Xplus 2 has 1x125mm ¯ discharge spigot to atmosphere and up to 6x125mm ¯ spigots from the 
building, depending on the total volume required. Three blanking plates are also supplied.
Having only one penetration in the building is a major advantage over a multiple extract fan solution.
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Product Selector Xplus2 Xplus2-EC
Reference number 92430AW Available soon
AC motor �„
Speeds 4
Extract performance    1/2/3/4
                                (FID, m³/h)

155/238/327/472

Power (W) 13.4/23.9/24/58
No. of intake spigots 6
Spigot diameter (mm) 125
Colour Blue
Weight (kg) 3.4kg
Guarantee (years) 2

Key Features
•  190mm low pro� le design
•  Six 125mmØ extract spigot connections
• One discharge spigot
•  External rotor motor
•  Moulded high performance scroll
•  Integral � xing points
•  Suitable for temperatures up to 50°C
•  100% recyclable
• Controller required

Order code XPEXP2
4 speed selection (controller required) | Trickle and 
boost options | Multi spigoted | Can be surface mounted 
horizontally, vertically or inverted.

Controllers - pages 28 and 29
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